


PRODUCTION SPECS

M ATERIAL  SPEC I F I C AT I O N S

Acceptable Data Formats 
+ PDF/X-1

Instructions/Standards 
+ Final printed linescreen will be 150 lines per inch

+ Image resolution should be 300dpi

+ Four-color solids should not exceed SWOP density of 300%

+ Ad image area should be no more than trim plus bleed

Supported Media
+ CD-ROM

+ DVD

Media Labeling Requirements
+ Ad Name and Number

+ Agency Contact Name and Phone Number

+ Vendor Contact Name and Phone Number

+ List of Contents

+ Materials Return Address

Content and Position Proofs
+ Supply 2 SWOP Standard, at 100%, hard copy proofs matching each digital file

+ Please visit http://www.swop.org/certification.html#cert for an up-to-date listing of SWOP-approved color proofs

+ Proofs should contain a full-color bar with dot gain, solids, overprints, and tints

+ The solid color densities and 50% dot gains should be within the tolerances as found in the manufacture’s

SWOP Application Data Sheets

M ATERIAL  SUPPLY

Send material with two color proofs to:

Q u a dA R M C e n t e r

a t t n: Julie Alf/Adventure

N63  W23075 Main Street

Sussex, WI 53089-2827

Phone 414-566-2960

All orders and contracts should be addressed to your account manager. 




